
Phase Change Material (PCM) is
non-toxic, non-�ammable and

non-combustible.

6660 PHASE CHANGE COOLING HYDRATION SYSTEMS
Replacement reservoir w/ drink tube and bite valve
Purchase individual hydration systems for persons 
sharing vests or as needed
Include one (1) 70 �. oz. (2 liter) bladder system
For Phase Change Cooling Vest w/Built-in hydration system
and Gulpz (6627 and 6801)

6865 WATER BASED COOLING INSERTS
Use additional inserts for continuous relief
Activate by placing in freezer before use  
Water Based Cooling Inserts maintain a
temperature of 32˚F (0˚C) for up to one hour
Include four (4) Water Based Cooling Inserts per set
For Water Based Cooling Fire Resistant Vests (6826)

6826 FIRE RESISTANT COOLING VEST
w/ WATER BASED COOLING INSERTS
Ideal for hot and �ammable job sites
Water Based Cooling Inserts maintain a temperature
of 32˚F (0˚C) for up to one hour
Made with INDURA™ �re resistant Cotton
M/L (100-175 lbs), L/XL (175-250 lbs), 2XL (250-300 lbs)
Include one (1) set of Water Based Cooling Inserts (6865) 
and Fire Resistant Vest

PHASE CHANGE COOLING VESTS PHASE CHANGE COOLING VESTS
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Used by the US Postal Service
Hazmat Inspection Team

6626 PHASE CHANGE COOLING VESTS
V-neck w/zipper closure, hook and loop girth and shoulder adjustments
Phase Change Cooling Inserts maintain a comfortable 58˚F (14˚C) for up to 3 hours
100% cotton, w/ thermal liner
Available in Mid Blue, Black, USA Flag, Khaki and ANSI Compliant Class II Hi-Viz Lime
One set of Cool Pax™  inserts are included with each vest
Safe and easy to use, activate using freezer, refrigerator or ice water
Deploy extra Cool Pax™  to achieve continuous cooling
M/L (100-175 lbs), L/XL (175-250 lbs), 2XL (250-300 lbs)
 

6627 PHASE CHANGE COOLING VESTS W/BUILT-IN
HYDRATION SYSTEM
Cooling Vest includes a built-in hydration pocket with drink
tube and bite valve
 V-neck w/ zipper closure, hook and loop girth adjustments
Phase Change Cooling Inserts maintain a comfortable
58˚F (14˚C) for up to 3 hours
70 �. oz. (2 liter) hydration reservoir
100% cotton w/ thermal liner
Mid Blue, Custom
M/L (100-175 lbs), L/XL (175-250 lbs), 2XL (250-300 lbs)

6626-HV PHASE CHANGE COOLING TRAFFIC SAFETY VESTS
V-neck w/zipper closure and hook and loop girth adjustments
Phase Change Cooling Inserts maintain
a comfortable 58˚F (14˚C) for up to 3 hours
100% polyester outer, 100% cotton inner, w/ thermal liner 
Meets ANSI Class II Requirements for Visibility Apparel
Hi-Viz Lime with Silver retro-re�ective striping
M/L (100-175 lbs), L/XL (175-250 lbs), 2XL (250-300 lbs)

Popular with
Motorcyclists riding

in high heat
conditions.

6665 PHASE CHANGE COOLING INSERT SETS
Use additional inserts for continuous relief
Maintain a comfortable 58˚F (14˚C) for up to 3 hours
Made from high strength polyurethane
Include four (4) Phase Change Cooling Inserts per set
For Phase Change Standard Vests (6626, 6626-I, 6626-N, 6626-HV)
Also available w/velcro anti-slip strips (6665-V) 


